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English Translation

P-MPA-E-07-507

Wall covering

named as .solvoprint wallpaper”, ,solvoprint wallpaper

stucco P”, “solvoprint wallpaper smooth P”, “solvoprint wallpaper
sand P” and “solvoprint wallpaper linen P”

of Baustoffklasse B1 (DIN 4102-01, 05/98) as building product of
Bauregelliste A part 2 (2008/1), no. 2.10.2

NESCHEN AG

Postfach 1340

31665 Blickeburg

2 July 2008

23 September 2010

Due to this allgemeine bauaufsichtliche Priifzeugnis the above stated building product is applicable

in terms of the building code.

This allgemeine bauaufsichtliche Priifzeugnis replaces the allgemeine bauaufsichtliche Prifzeugnis
No. P-MPA-E-07-507 issued 04.04.2007.

This allgemeinen bauaufsichtliche Priifzeugnis includes 4 pages.
This English translation is valid only in combination with the German version.
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Object and application

Object

The allgemeine bauaufsichtliche Priifzeugnis is valid for the production and the application of
the wall covering ,solvoprint wallpaper”, “solvoprint wallpaper stucco P”, “solvoprint wall-
paper smooth P”, “solvoprint wallpaper sand P” and “solvoprint wallpaper linen P” as
“schwerentflammbarer Baustoff” (Baustoffklasse DIN 4102-B1) according to DIN 4102-1.
The building product shows burning droplets/particles.

Range of application

The wall covering has to be used on ,nichtbrennbaren” (noncombustible) substrates made of
solid, mineral building products or on ,nichtbrennbaren” (noncombustible) building boards. In
this case the adhesive “BK 85" by INTERCOL in NL-6716 AK Ede with a max. application
amount of 250 g/m? (wet condition) or the adhesive ,BK 10“ by Remy Industries N.V.,
Wijgmaal, Belgium, with a max. application amount of 200 g/m? (wet condition). An addi-
tional coat of paint or other coating is not allowed to be applied on the surface of the wall
covering. The wall covering is only allowed to be used in the interior of buildings.

This allgemeine bauaufsichtliche Prifzeugnis does not include any statements concerning the
requirements for noise and heat protection.

The applicant declares that no products are used for the building product being object of the
German ordinance on hazardous substances, the German ordinance on the prohibition of
chemicals or of the German ordinance on the prohibition of FCKW-Halon. He further declares
that he conforms to the conditions of the above-stated ordinances (the obligation of label-
ling, in particular).

Furthermore, the applicant declares that — should measures concerning hygiene, health pro-
tection or environmental protection become necessary for trade, distribution or use - these
measures will be taken or announced by the applicant.

Therefore, there was no reason for the certificate issuing body to prove the effects of the
building product on health- and environmental protection.

Requirements for the building product
Characteristics and components

The wall covering has to consist of a substrate made of paper with a weight per unit area of
95 g/m? +10 % and a PVC-coating on one side. The total weight per unit area has to be
295 g/m? = 10 %.

The components of the building product has to be in accordance with the indications given
to the MPA NRW.

Test methods which have to be applied

The wall covering which is glued to the surface has to fulfil the requirements of “schwerent-
flammbare Baustoffe” (Baustoffklasse DIN 4102-B1) according to DIN 4102-1.

Use, maintenance, servicing

The building product must not be exposed to weather conditions.










